
Our range of quality fire extinguishers are easy

to use, are approved to Australian Standard

•

•
Transport style pull out pin

Shock absorbing base on water, foam and wet

AS 1841 and feature: chemical extinguishers

• Stainlesssteel cylinders forwet typeextinguishers • Ready foruse pressure indicator (excludes carbon

dioxide fire extinguishers)

• Durable polyester powder coated finish • Zinc-plated steel wall mounting bracket

Carbon Dioxide Fire Extinguishers
Size (kg) Model Number Fire Rating DischargeTime

(sec)
TotalMass
(kg)

Height
(mm)

Width
(mm)

Depth
(mm)

2.0 Fw2co2 2B:(E) 11 5.2 550 110

3.5 Fw35co2 5B:(E) 14.5 9.2 600 140

5.0 FW50co2 5B:(E) 20 12.4 565 150

Water, Foam and Wet Chemical Fire Extinguishers
Fire Extinguisher Type Size (L) Model No. Fire Rating Discharge

Time (sec)
TotalMass
(kg)

Height
(mm)

Width
(mm)

Depth
(mm)

Water 9.0 FWAW 3A 65 12.3 630 180

Foam 9.0 FWAF 3A:20B 65 12.3 630 180

Wet Chemical 7.0 FWWC 2A:4F 90 - 100 12.5 560 160 250

Dry Chemical Fire Extinguishers
Fire Extinguisher Type Size (kg) Model No. Fire Rating Discharge

Time (sec)
TotalMass
(kg)

Height
(mm)

Width
(mm)

Depth
(mm)

BE 1.0 FW1BE 10B:(E) 08 2.2 320 70 70

2.3 FW23BE 20B:(E) 14 3.2 400 173 124

4.5 FW45BE 40B:(E) 18 7.5 500 250 160

9.0 FW90BE 80B:(E) 26 13 565 265 180

ABE 1.0 FW1ABE 1A:10B:(E) 08 2.2 400 70 70

2.0 FW20ABE 2A:40B:(E) 14 3.2 400 173 124

4.5 FW45ABE 4A:80B:(E) 18 7.5 500 250 160

9.0 FW90ABE 6A:80B:(E) 26 13 565 265 180
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